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EXPLODED VIEW AND PARTS LIST 
 
PARTS LIST: 

A Assembly, Accessories - n/a 
A1     Pallet, Shipping (not shown) 1 158535 
A2     Carton, MK Scarifier Shipping (not shown) 1 158536 
A3     Carton, Scarifier Drum (not shown) 1 158825 
A4     Manual, Owner’s (not shown) 1 158537 
A5     Tube, Owner’s Manual (not shown) 1 155419 
A6     (reference only) Spacer, Harden Steel - 158575 
A7     (reference only) Star, 5 Point Carbide Tip (1 ¾ OD x 5/8” ID) - 158492 
A8     (reference only) Star, 6 Point Carbide Tip (1 ¾ OD x 5/8”ID) - 158493 
A9     (reference only) Cutter, 18 Sharp Tooth Steel (2” OD x 9/16”ID) - 158494 
A10     (reference only) Cutter, 12 Blunt Tooth Steel (2” OD x 5/8”ID) - 158495 

    
B Assembly, Frame - 158609 
B1 

BA1 
    Frame Weldment (MK Red) 
    Frame Weldment (Orange) 

1 
1 

158098 
158098-OR 

B2     Plate, Serial Number 1 157458 
B3     #7 X 5/16 Drive Screw 4 227214 
B4     Cap, 2”OD Vinyl 1 158914 
B5     Label, 1 ¾ x 5” MK Logo 1 154335 
B6     Label, Caution, Hands and Feet 1 155585 
B7     Label, Caution, Do Not Operate with Guards Removed 1 155587 

    
C Assembly, Frame Dust Screen - n/a 

C1    Screen, Right Side, Frame Dust 1 158594 
C2    Screen, Left Side, Frame Dust 1 158595 
C3    Screen, Front / Back, Frame Dust 2 158596 
C4    Screw, 1/4-20 x 1/2 Pan Head Phillips Cap 4 155452 
C5    Screw, 1/4-20 x 1/2 Flat Head Phillips Cap 4 155812 
C6    Nut, 1/4-20 Keps 8 153941 
C7    Washer, 1/4 SAE Flat 8 151915 

    
D Assembly, Front Axle - n/a 

D1    Wheel, Front, 5 Dia. x 2 2 138537 
D2    Collar, 3/4 set 2 153814 
D3    Axle, 3/4 Dia. Front 1 158522 

    
E Assembly, Truck 1 n/a 

E1    Truck, Weldment 1 158099 
E2    Washer, 3/4 Shim ~ 153699 
E3    Wheel, 4 Dia. x 2 2 158520 
E4    Pin, Cotter, 1/8 X 1 ½ 2 153861 
E5    Bolt, 1/2-13 x 4 Hex Head Tap 2 156626 
E6    Washer, 1/2 SAE Flat 4 150924 
E7    Nut, 1/2-13 Top Lock, Hex 2 153943 

    
F Assembly, Console - n/a 
F1 

FA1 
    Weldment, Console (MK Red) 
    Weldment, Console (Orange) 

1 
1 

158100 
158100-OR 

F2     Label, Control 1 158287 
F3     Label, Depth Lock 1 155577 

    
 



 

MK SG-2 Revision 12/06, Effective Date December 08, 2006 Page 47 

EXPLODED VIEW AND PARTS LIST 
 

G Assembly, Standard Wire Harness 1 n/a 
G1   Wire Harness, Standard, Honda 1 158232 
G2   Switch, Engine On/Off 1 157851 

    
H Assembly, Throttle Honda - - 

H1   Screw, 10-24 X 1/2 Pan Head Phillips Cap 2 151744 
H2   Nut, 10-24 Clip 2 155407 
H3   Assembly, Throttle Head 1 155406 
H4   Cable, Throttle, Honda 1 154158 

    
J Assembly, Depth Control - - 
-   Subassembly, Depth Control Wheel 1 155457 

J1   Wheel, Depth Control 1 158574 
J2   Screw, 3/8-16 X 1/2 Socket Head Set 1 153710 
J3   Knob, 1” Ball 1 158519 
J4   Screw, 1/2 X 3/4 Socket Head Shoulder, w/ 3/8-16 X 5/8 Thread 1 156177 
-   Subassembly, Depth Control Tube 1 155460 

J5   Tube, Depth Control 1 155049 
J6   Nut, 3/8-16 Nylock Hex 1 152505 
J7   Screw, 3/8-16 X 2 Hex Head Cap 1 153485 
J8   Bearing, Flange, w/ zerk fitting 1 155151 
J9   Screw, 3/8-16 X 1 1/4 Hex Head Cap 2 150774 

J10   Washer, 3/8 SAE Flat 1 150923 
J11   Nut, 3/8-16 Nylock Hex 2 152505 
J12   Spacer, 1.5” Depth Control 1 155161 
J13   Screw, 15” Depth Control 1 158521 

    
K Assembly, Depth Lock - n/a 
K1   Lock, 8-7/8 Depth Control 1 157846 
K2   Knob, Depth Lock 1 155845 
K3   Thrust Washer 1 155238 
K4   Nut, 3/8-16 Nylock Hex 1 152505 

    
L Assembly, Quick Lift and Lowering Lever - n/a 
L1     Lever 1 158102 
L2     Knob, 2” Ball 1 158519 
L3     Screw, 3/8-24 x 1 Hex Head Cap 1 157803 
L4     Washer, 3/8 SAE Flat 1 150923 
L5     Washer, 3/8 Split Lock 1 150925 
L6     Pivot, Shaft 1 158288 
L7     Screw, 1/2-13 x 1 1/4 Hex Head Cap 1 153532 
L8     Washer, 1/2 Split Lock 1 153524 
L9     Washer, 1/2 SAE Flat 1 150924 

    
M Assembly, Engine Mount - n/a 

M1 
MA1 

    Engine, Mount (MK Red) 
    Engine, Mount (Orange) 

1 
1 

158101 
158101-OR 

M2     Bolt, 3/8-16 x 1 Hex Head Cap 4 152507 
M3     Washer, 3/8 SAE Flat 9 150923 
M4     Washer, 3/8 Split Lock 3 150925 
M5     Nut, 3/8-16 Nylock Hex 2 152505 
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M6     Nut, 3/8-16 Hex 3 101188 
M7     Bolt, 3/8-16 x 3 Hex Head Tap 1 155830 
M8     Label, Caution, Belt Tension 1 155583 
M9     Label, Caution, Sparkplug 1 155579 

    
N Assembly, Engine, 9HP Honda  1 155396-MK 

N1     Engine, Honda GX240 9 Hp  w/ cyclone filter 1 155396 
N2     Deflector, Honda 1 155375 
N3     Screw, 6-32 X 3/8 Pan Head Phillips Self-Tapping Cap 3 153466 
N4     Pulley, 2 ½”OD,  Poly-V 1 158470 
N5     Polly-V-Belt (350J16) 1 158469 
N6     Nut, 3/8-16 Hex 4 101188 
N7     Washer, 3/8 Split Lock 4 150925 
N8     Washer, 3/8 SAE Flat 8 150923 
N9     Screw, 3/8-16 X 2 Hex Head Cap 4 153485 
N10     Pin, Throttle Control 1 151284 
N11     Screw, 8-32 X 1/2 Pan Head Phillips Cap 1 152517 
N12     Pin, Cotter, 1/16 X ¾ 1 152518 
N13     Plug, ¾ Flush Head Button 1 156615 
N14     Oil Drain, M12 X 3/8 Push 1 157577-02 
N15     Label, Caution, Hot Surface, 1.5 x 3.0 1 155578 
N16     Label, Warning, Refueling, 1.5 x 3.0 1 155580 
N17     Label, Danger, California, 1.5 x 3.0 1 155581 
N18     Label, Danger, Lethal Exhaust, 1.5 x 3.0 1 155582 

    
P Assembly, Belt Guard - n/a 

P1 
PA1 

    Guard, Belt (MK Red) 
    Guard, Belt (Orange) 

1 
1 

158104 
158104-OR 

P2     Screw, 3/8-16 X 1 Hex Head Cap 3 152507 
P3     Washer, 3/8 SAE Flat 3 150923 
P4     Washer, 3/8 Split Lock 3 150925 
P5     Plug, 2” Dia Removable 1 158538 
P6     Label, Caution, Belt Tension 1 155583 
P7     Label, Caution, Guards in Place 1 155587 

    
Q Assembly, Shaft Guard - n/a 
Q1 

QA1 
   Guard, Shaft (MK Red) 
   Guard, Shaft (Orange) 

1 
1 

158581 
158581-OR 

Q2    Screw, 3/8-16 X 1 1/4 Hex Head Cap 2 150774 
Q3    Washer, 3/8 SAE Flat 4 150923 
Q4    Washer, 3/8 Split Lock 2 150925 
Q5    Nut, 3/8-16 Hex 2 101188 

    
R Assembly, Drum Bearing - n/a 

R1    Housing, Bearing 2 158467 
R2    Bearing 1 158468 
R3    Bearing, 1” Hex ID 1 160834 
R4    Shaft, Pulley 1 158466 
R5    Screw, 3/8-24 x 3/4 Soc Head Cap 4 158496 
R6    Pulley, 4.0”OD,  Poly-V (16J40 x 1 ¼ Bore) 1 158472 
R7    Screw, 3/8-24 x 1 Hex Head Cap 8 157803 
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R8    Washer, 3/8 SAE Flat 8 150923 
R9    Washer, 3/8 Split Lock 8 150925 

    
S Assembly, 8” Drum 1 158460 

S1    Drum, Weldment, 8” 1 158461 
S2    Bushing, Drum (.515 ID) or (33/64 ID) 18 158462 
S3    Shaft, 8” Harden Steel 6 158463 
S4    Ring, Drum Retaining 2 158464 
S5    Screw, 5/16-18 x ¾ Tap, 6 151369 
S6    Washer, 5/16 Split Lock 6 151747 
S7    Washer, 5/16 Flat SAE 6 151754 
S8    Bushing, Flanged (.515 ID) or (33/64 ID) 12 165248 

    
T Assembly, 8” Drum, Drive Shaft - n/a 
T1     Shaft, 8” Drum, Drive 1 158465 
T2     Nut, 5/8-11 Hex Jam (Left Hand Thred) 2 158577 

    
U Assembly, Handlebar - n/a 

U1    Handlebar 1 158359 
U2    Handgrip 2 150842 
U3    Screw, 3/8-16 X 1 Hex Head Cap 2 156602 
U4    Washer, 3/8 Split Lock 4 150925 
U5    Washer, 3/8 SAE Flat 4 150923 
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Optional Drum Assemblies 
Item Description Qty Part # 
AA Assembly, 8” Drum, 78 x 5-Point Carbide Star - 158583 
AA1    Assembly, 8” Drum 1 158460 
AA2    Star, 5 Point Carbide Tip (1–3/4 OD x 5/8” ID) 78 158492 
AA3     Spacer, Harden Steel 192 158575 

    
BB Assembly, 8” Drum, 78 x 6-Point Carbide Star - 158584 
BB1    Assembly, 8” Drum 1 158460 
BB2    Star, 6 Point Carbide Tip (1–3/4 OD x 5/8”ID) 78 158493 
BB3    Spacer, Harden Steel 192 158575 

    
CC Assembly, 8” Drum, 108 x 18 Sharp Tooth Cutter - 158585 
CC1    Assembly, 8” Drum 1 158460 
CC2    Cutter, 18 Sharp Tooth Steel (2” OD x 9/16”ID) 108 158494 
CC3    Spacer, Harden Steel 234 158575 

    
DD Assembly, 8” Drum, 108 x 12 Blunt Tooth Cutter - 158586 
DD1    Assembly, 8” Drum 1 158460 
DD2    Cutter, 12 Blunt Tooth Steel (2” OD x 5/8”ID) 108 158495 
DD3    Spacer, Harden Steel 234 158575 
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THEORY OF SCARIFYING 
The purpose of scarifying is to make scratches, superficial incisions or roughen a surface. There are a 
number of ways in which a concrete surface can be roughened, the advantage of a scarifying machine, is that 
it allows the user to control the amount of material removed over a large area. 
 
A scarifier can be used to clean, level, roughen, groove, slot, or prepare a concrete surface for coating.  The 
scarifier is able to perform each of these operations by using different types of cutting discs that are setup in 
different configurations on a cutting drum. 
 
By varying the type of cutting disc and configuration of the cutting drum, a user can: 
 
• Clean a surface of oil, grease, or paint prior to applying a coating or sealer 
• Level high spots or misaligned joints 
• Remove carpet or tile adhesives as well as paint 
• Roughen or create non-slip surfaces 
• Slot concrete surfaces for overlays 
• Cut safety grooves to minimize slippage 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Scarifier cutting discs are either carbide tipped or steel, and are star-shaped in design.  Cutting discs may 
have five or more “points,” and the ends may be round, pointed or blunt depending on application. 
 
Cutting discs designed with carbide inserts tend to be the most commonly used due to their extended life.  As 
the disc is used, more of the carbide insert is exposed until the disc is worn below the bottom of the insert.  
Once worn below the insert, the disc must be replaced. 
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ACCESSORIES: 
 

ITEM NUMBER DESCRIPTION 
1.  

158492 
 
Five Point Carbide Tip Cutting Disc 
Used for grinding, leveling, grooving, cleaning and 
surface preparation 
Average Life: 6000 to 8000 Sq Ft 

 
 
 
 
 
 

2.  
158493 
 

 
Six Point Carbide Tip Cutting Disc 
Used for grinding, leveling, grooving, cleaning and 
surface preparation 
Average Life: 8000 to 10000 Sq Ft 

 
 
 
 
 
 

2.  
158494 

 
Eighteen Point Sharp Tooth Steel Disc 
Used for roughening, oil removal, carpet and tile 
adhesive removal, cleaning and surface preparation 
Average Life: 500 to 800 Sq Ft 

 
 
 
 
 
 

3.  
158495 

 
Twelve Point Blunt Tooth Steel Disc 
Used for paint and oil removal, traffic and shop floor 
safety line removal, cleaning and surface 
preparation 
Average Life: 500 to 800 Sq Ft 

 
 
 
 
 
 

5.  
158575 

 
Hardened Steel Spacer 
Used to fill empty space between the Cutting Discs 
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ORDERING INFORMATION: 
 
You may order MK Diamond products through your local MK Diamond distributor or, you may order direct 
from MK Diamond. 
 
NOTE:  There is a $25.00 minimum order when ordering direct from MK Diamond.  All purchases must be 
made using VISA or MasterCard. 
 
When ordering direct from MK Diamond, please have the following information ready before calling: 
• The Model Number of the saw 
• The Serial Number of the saw 
• Where the saw was purchased and when 
• The Part Number for the part(s) being ordered 
• The Part Description for the part(s) being ordered 
 
All parts may be ordered by calling toll free to – 800 421-5830 or 310 539-5221 and asking for Customer 
Service.  For technical questions, call – 800 474-5594. 
 
 
RETURN MATERIALS POLICY: 
 
To expedite the service relative to the return of a product purchased through MK Diamond, please observe 
the following: 
 
NOTE:  When returning all items, they must have been purchased within the previous twelve (12) months. 
• Have the Model Number of the saw 
• Have the Serial Number of the saw 
• Have the location of where the saw was purchased 
• Have the date when the saw was purchased 
• Contact Customer Service for approval to return the item(s) 
• Obtain a Returned Goods Number (RGA) authorizing the return 
• Follow the packaging instructions in the following section 
• Ensure your item(s) are prepaid to the destination 
 
For returned items, call toll free to – 800 421-5830 or 310 539-5221 and ask for Customer Service.  For 
technical questions, call – 800 474-5594 or 310 257-2845. 
 
 
PACKAGING INSTRUCTIONS: 
 
• Remove the Blade guard and Support Angle Assembly 
• Dry the saw before shipping 
• When packing, include the following: MK SG-2, Diamond Blade, Blade guard and Support Angle 

Assembly and Adjustable Cutting Guide (Other Accessories are not required) 
• Package the unit in its original container or one of comparable size (do not ship the unit partially exposed) 
• Ensure all parts are secured in the packaging to prevent moving 
 
 
AUTHORIZED SERVICE CENTERS: 
 
For quicker repair time, you may contact MK Diamond Customer Service, toll free, at – 800 421-5830 or 310 
539-5221 for the Authorized Service Center closest too you.  For technical questions, call – 800 474-5594. 
 



 

 

 
 
 
 
 
 
 
 
 MASONRY SAW 
OWNER’S MANUAL & 
OPERATING INSTRUCTIONS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
MK DIAMOND PRODUCTS, INC 
1315 STORM PARKWAY, TORRANCE, CA 90509-2803 
310 539 5158 
 
 

CALIFORNIA PROPOSITION 65 MESSAGE:
 
Some dust created by power sanding, sawing, grinding, drilling, and other construction activities 
contain chemicals known [to the State of California] to cause cancer, birth defects or other 
reproductive harm.  Some examples of these chemicals are:  
• Lead, from lead-based paints 
• Crystalline silica, from bricks and cement and other masonry products and  
• Arsenic and chromium, from chemically treated lumber 
 
Your risk from these exposures varies depending on how often you do this type of work.  To reduce 
your exposure to these chemicals, work in a well-ventilated area, and work with approved safety 
equipment, such as those dust masks that are specially designed to filter out microscopic particles. 

MK SG-2




